
  
      

Used CAT G3406TA Generator SetUsed CAT G3406TA Generator Set

    Stock Id:Stock Id: 14121412
Year:Year: 19931993
Rating(kW):Rating(kW): 190 kW190 kW
Status:Status: SoldSold

Condition:Condition: Good UsedGood Used

Hours:Hours: 27662766

Voltage:Voltage: 480/277480/277

Price:Price: $65,000$65,000

DescriptionDescription

Used CAT G3406TA Generator SetUsed CAT G3406TA Generator Set

Used CAT G3406TA Generator Set; 2766 Hours; 190kW Prime Power; 480/277V; Weather Enclosure; Digital ControlUsed CAT G3406TA Generator Set; 2766 Hours; 190kW Prime Power; 480/277V; Weather Enclosure; Digital Control

Panel; Murphy Emissions Control System; Engine Driven Radiator; Breaker; Trailer Mounted - Load TestedPanel; Murphy Emissions Control System; Engine Driven Radiator; Breaker; Trailer Mounted - Load Tested

SpecificationsSpecifications

    

GENERATOR SET :GENERATOR SET :

Manufacturer : Manufacturer : CaterpillarCaterpillar

Package Model : Package Model : G3406TAG3406TA

Control Panel : Control Panel : DeepSea 7310DeepSea 7310

Circuit Breaker Size : Circuit Breaker Size : 400400

Enclosure Type : Enclosure Type :  Weather Enclosure Weather Enclosure

Trailer Type : Trailer Type :  Bumper Pull Trailer, Double Axle Bumper Pull Trailer, Double Axle

FEATURES :FEATURES :

Control Panel Dust CoverControl Panel Dust Cover

ENGINE :ENGINE :

Manufacturer : Manufacturer : 

FEATURES :FEATURES :
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CaterpillarCaterpillar

Model : Model : G3406TAG3406TA

Serial Number : Serial Number : 1RK000401RK00040

Arrangement/CPL : Arrangement/CPL : 10466401046640

RPM : RPM : 18001800

Governor Type : Governor Type : ElectronicElectronic

Ignition Type : Ignition Type : Murphy EICSMurphy EICS

Starter : Starter : ElectricElectric

Cooling Method : Cooling Method : Engine Driven RadiatorEngine Driven Radiator

Air Cleaner : Air Cleaner : Heavy DutyHeavy Duty

Gas RegulatorGas Regulator Particulate FilterParticulate Filter

Charging AlternatorCharging Alternator Oil Level RegulatorOil Level Regulator

Fuel Shut Off SolenoidFuel Shut Off Solenoid Exhaust Silencer -Exhaust Silencer -
MountedMounted

Battery RackBattery Rack Air Fuel Ratio ControllerAir Fuel Ratio Controller

Battery CablesBattery Cables Emergency StopEmergency Stop

Coolant Level SensorCoolant Level Sensor

GENERATOR END :GENERATOR END :

Manufacturer : Manufacturer : MarathonMarathon

kW Rating : kW Rating : 190 kW190 kW

kVA Rating : kVA Rating : 237.5237.5

Rating Type : Rating Type : PrimePrime

Voltage : Voltage : 480/277480/277

Power Factor : Power Factor : 0.80.8

Frequency : Frequency : 60 Hz60 Hz

Phase : Phase : Three PhaseThree Phase

FEATURES :FEATURES :

Single BearingSingle Bearing BrushlessBrushless

Random WoundRandom Wound

Additional InformationAdditional Information

Murphy EICS Emissions ModuleMurphy EICS Emissions Module

High Ambient Engine Driven RadiatorHigh Ambient Engine Driven Radiator

Fuel Scrubber w/ Auto DumpFuel Scrubber w/ Auto Dump

Propane KitPropane Kit

  Shipping InformationShipping Information

  

Powered by TCPDF (www.tcpdf.org)Powered by TCPDF (www.tcpdf.org)

Copyright © 2023 Ninex Power System, LLC. All rights reserved.Copyright © 2023 Ninex Power System, LLC. All rights reserved.

Email:Email:  info@ninexpower.cominfo@ninexpower.com

Phone:Phone: +1 (281) 783-4195 +1 (281) 783-4195

Page 2/2Page 2/2

http://www.tcpdf.org
http://www.tcpdf.org
mailto:info@ninexpower.com
mailto:info@ninexpower.com

