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Used CAT XQ1475G Generator Set

Stock Id: 1449 Condition: Good Used
Yea_r: 2014 Hours: 6719
Rating(kW): 1475 kW
Status: Sold Voltage: 480/277
Price: Call for Pricing
Description

Used CAT XQ1475G Generator Set

Good Used CAT XQ1475G Generator Set; 2014 Model - 6719 Original Hours; 1475kW Continuous Power; 480/277V;
Containerized Sound Attenauted Enclosure; Paralleling Controls; Load Tested and Immediately Available to Ship!

Specifications
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EI GENERATOR SET : & =| FEATURES:
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Manufacturer : Caterpillar + Distribution Panel + Control Panel Dust Cover
Package Model : XQ1475G + Paralleling Controls + Electrically Operated
Control Panel : EMCP 4.2 Breaker
Circuit Breaker Size : 3200 +" Shunt Trip +" UL 2200 Listed

Enclosure Type : Sound Attenuated Enclosure,
40' Container

I ENGINE : FEATURES :
Manufacturer : Caterpillar + Jacket Water Heater + Gas Regulator
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Model : G3516C

Serial Number : M6F
Arrangement/CPL : 3994449
Rating (HP) : 2175

RPM : 1800

Governor Type : ADEM
Starter : Electric

Cooling Method : Remote Radiator
Air Cleaner : Heavy Duty
Compression Ratio : 11.3:1
Flywheel Housing : SAE 00

m D GENERATOREND:

Manufacturer : Caterpillar
Package Model : SR4B 826 Frame
Serial Number : G5Z
Arrangement : 2947498
kW Rating : 1475 kW
kVA Rating : 1844
Rating Type : Continuous
Voltage : 480/277

Power Factor : 0.8
Frequency : 60 Hz
Phase : Three Phase

Additional Information
Detonation Sensitive Timing

Multimode Operation (Island, Multi-Island and Utility

Parallel)

Manual and Automatic Paralleling Capability
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Battery Charger
Charging Alternator

Exhaust Silencer -
Mounted

Air Fuel Ratio Controller
Emergency Stop
Coolant Level Sensor

FEATURES :

Double Bearing

Random Wound
Space Heater

Shipping Information

Particulate Filter
Oil Level Regulator
Battery Rack

Battery Cables
Electric Pre-Lube

Permanent Magnet
Excitation

Bearing Temp RTDs
Flex Coupling

L x W x H (Inches) :480 x 96 x 114

Weight (Lbs) :71,000
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